Roll taps for Extra Hard materials (<40 HRC)
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Roll tap for steel ~40 HRC and stainless steel
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* The combination of a unique thread relief and a coating that maximizes the benefits of surface treatments ensure torque reduction and

improved welding-resistance.

e Wider flutes allow for greater lubricant supply, resulting in improved lubricity and cooling abilities.
e Thanks to optimized substrate material in combination with a special coating, EHRZ shows extraordinary performances on medium-hard

steels up to 40 HRC as well as stainless steels.

Parameters

Recommended tapping conditions

Workpiece materials Ve (m/min)
Carbon and low alloy steel 10+40
Medium alloy steel 1040
“ High alloy steel 10+35
SREEZE Heat treated steel <40 HRC 10+25

Workpiece materials Ve (m/min)
P Ferritic - Martensitic stainless steel 10+15
M Austelmhc“stamless steel (good 10215

machinability)

EHRZ ISO2X(6HX) M6x1 2P

Workpiece materials

42CrMo4 (40 HRO)

Bored length 5.55 mm
Tapping length 12 mm
Tapping speed 20 m/min

Machine Vertical Machining Center
q . Water soluble tapping fluid

Tapping fluid (1:20 solution)

Feed Fully synchronized feed

0 300 600 900

Initial torque data

Excessive wear after 990 holes

1200

Can still continue after
1600 holes

1500 (Holes)

(N-cm)

EHRZ

Conventional product

Think threads with
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EHRZ has a 20% lower torque compared to conventional product!
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Roll tap for steel ~40 HRC and stainless steel

o

e The combination of a unique thread relief and a coating that maximizes the benefits of
surface treatments ensure torque reduction and improved welding-resistance.

Wider flutes allow for greater lubricant supply, resulting in improved lubricity and cooling
abilities.

Thanks to optimized substrate material in combination with a special coating, EHRZ shows
extraordinary performances on medium-hard steels up to 40 HRC as well as stainless
steels.

Internal radial coolant (CH90)

Exclusive radial coolant holes design directs the coolant flow at 90° (CH90 - Colant Holes
90°).

The CH90 design ensures the maximum coolant volume for both blind and through-hole
threading.

The angle and positioning of the CHI0 radial holes ensure perfect cooling of the chamfer
and the entire thread portion.

The radius and direction of the CH90 coolant jet enable effective clearing of chips generated
during previous machining operations (e.qg., drilling).

The T-design CH9O0 radial holes system with solid seal on the top, rules out any issues
resulting from failure and loss of seal at the welded cap, typical of other products available
on the market.

Parameters

Recommended tapping conditions

Workpiece materials Ve (m/min) Workpiece materials Ve (m/min)
Carbon and low alloy steel 10+40

: P Ferritic - Martensitic stainless steel 10+15
Medium alloy steel 10+40
m High alloy steel 10+35 M Austenitic stainless steel (good 10215
ZE 28 Heat treated steel <40 HRC 10+25 machinability) ’

EHRZ CH ISO2X(6HX) M12x1.25 2P

Workpiece materials | 42CrMo4 (40 HRC) Excessive wear after 250 holes
Bored hole size @11.4 mm gggrﬁglocr?c:ggue
Tapping length o4 mm 0 50 100 150 200 300 400 500 (Holes)
Tapping speed 26 m/min Torque data and wear after 450 holes tapped
3000
Machine Vertical Machining Center zzzz
. . Water soluble tapping fluid 1500
Tapping fluid (1:20 solution) pping 1000 IW
500
Feed Fully synchronized feed oM
-600
-1000
-1500
-2000

(N-cm)
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Measurements in mm —

@ stock standard, © check stock, ® non-stock standard (no MOQ), O non-stock standard (MOQ), A upcoming product, V stock exhaustion

Bored Hole @
M LN Max<mm>Mm Code THCHT  LF | THL | LU | LS | DCON | DRVS | DRVL | NOF | Type | Stock
DIN 371

ISO2X(6HX) ' 2.83 276 3120101035 = 4P 56 5 18 34 35 27 6 55 A8 @

M3x0.5 ISO2X(6HX) ' 2.83 276 3121101035 = 2P 56 5 18 34 35 27 6 55 A5 @
ISO2X(6HX) ' 3.75 366 3120101042 = 4P 63 7 21 38 45 34 6 55 A8 @

M4x0.7 ISO2X(6HX) ' 3.75 366 3121101042 2P 63 7 21 38 45 34 6 55 A5 @
ISO2X(6HX) = 4.7 46 3120101049 = 4P 70 9 25 39 6 49 8 55 A8 @

M5x0.8 ISO2X(6HX) = 4.7 46 3121101049 2P 70 9 25 39 6 49 8 55 A5 @
ISO2X(6HX) 561 55 3120101055 = 4P | 80 11 30 45 6 49 8 55 A8 @

M6x1 ISO2X(6HX) <561 55 3121101055 = 2P 80 11 30 45 6 49 8 55 A5 @
ISO2X(6HX) ' 7.52 7.38 3120101064 = 4P = 90 12 35 47 8 62 9 66 A8 @

Wi8x1.25 ISO2X(6HX) 752 7.38 3121101064 2P = 90 12 35 47 8 62 9 66 A8 @
ISO2X(6HX) ' 9.41 9.26 3120101078 =~ 4P 100 13 39 5 10 8 11 88 A8 @

M10x1.5 ISO2X(6HX) ' 9.41 926 3121101078 = 2P 100 13 39 5 10 8 11 88 A8 @

Bored Hole @
M ML Maxwm’Mm Code THCHT . LF | THL | LU | LS | DCON | DRVS | DRVL | NOF | Type | Stock
DIN 376

ISO2X(6HX) | 11.3 11.13 3120101088 = 4P 110 15 - | 5 9 7 10 88 A5 @

Mh2x1.75 ISO2X(6HX) | 11.3 11.13 3121101088 = 2P 110 15 - | 5 9 7 10 88 A5 e
ISO2X(6HX) 1319 13 = 3120101100 =~ 4P 110 18 - 5 11 9 12 88 A5 O

M14x2 ISO2X(6HX) 1319 13 = 3121101100 2P 110 18 - 5 11 9 12 88 A5 @
ISO2X(6HX) 15.19 15.15 3120101114 4P 110 18 - 5 12 9 12 88 A5 O

M16x2 ISO2X(6HX) 15.19 15.15 3121101114 2P 110 18 - 5 12 9 12 88 A5 @
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Bored Hole @
(mm)

MF R ‘ Code THWT  LF | THL L LS | DCON DRVS DRV ~ NOF = Type | Stock
Max | Min
DIN 374

ISO2X(6HX) | 7.61 7.49 3120101065 4P 9 12 - 46 6 49 8 66 AB5 O

W8xi ISO2X(6HX) | 7.61 7.49 3121101065 2P = 90 12 - 46 6 49 8 66 A5 @
ISO2X(6HX) | 951 938 3120101079 ~ 4 100 13 - 51 7 55 8 88 A%5 O

W10x1.25 ISO2X(6HX) | 951 938 3121101079 2P 100 13 - 51 7 55 8§ | 88 A% @
ISO2X(6HX) | 9.61 955 3120101080 4 9% 13 - 46 7 55 8 88 A% O

W10x1 ISO2X(6HX) | 9.61 955 3121101080 2P 9 13 - | 46 7 55 8 88 A% @
ISO2X(6HX) | 11.39 1124 3120101089 ~ 4P 100 15 - 5 9 7 10 88 A5 O

W12x1.5 ISO2X(6HX) 1139 11.24 3121101089 = 2P 100 15 - 51 9 7 10 88 A%5 @
ISO2X(6HX) 1151 11.38 3120101090 4P 100 15 - 51 9 7 10 88 A% O

W12x1.25 ISO2X(6HX) 1151 11.38 3121101090 2P 100 15 - 51 9 7 10 88 A5 @
ISO2X(6HX) 1162 115 3120101091 4 100 15 - 51 9 7 10 88 A% O

Wi2xi ISO2X(6HX) 1162 115 3121101091 = 2P 100 15 - 51 9 7 10 88 A%5 @
ISO2X(6HX) 13.39 1324 3120101102 4P 100 18 - 51 11 9 12  §8 A%B O

W14x1.5 ISO2X(6HX) 13.39 1324 3121101102 2P 100 18 - 51 11 9 12  §8 A5 @
ISO2X(6HX) 1351 13.38 3120101103 = 4P 100 18 - 51 11 9 12 88 A% O

W14x1.25 ISO2X(6HX) 13511338 3121101103 = 2P 100 18 - 51 11 9 12 88 A5 @
ISO2X(6HX) 15.38 1523 3120101116 ~ 4P 100 18 - 51 12 9 12 88 A% O

W16x1.5 ISO2X(6HX) 15.38 1523 3121101116 = 2P 100 18 - 51 12 9 12 88 A% @
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THCHT THCHT
» DCPN e DCON
- =% ' :
DRVL|_ | TH'L *
THL DRVS U LS DRVL |, DRVS
LU LS
LF LF
L-TYPE: A29 Measurementsinmm —  L—TYPE: A30 Measurements in mm —!
THCHT
T DCON
f
+
THL Ls DRVL L_, DRVS
LF
L-TYPE: A31 Measurements in mm —!
Oversized @ stock standard, O check stock, ® non-stock standard (no MOQ), O non-stock standard (MOQ), A upcoming product, V stock exhaustion
Bored Hole @
M LS (mm) Code THHT  LF  THL | U LS | DCON | DRVS = DRVL = NOF = Type | Stock
Max = Min
DIN 371
M5x0.8 ISO2X(6HX) | 4.7 4.6 3221101049 2P 70 9 25 39 6 49 8 5(5) A29 [}
XU.
ISO3X(6GX) @ 4.7 | 4.6 3221201049 2P 70 9 25 39 6 49 8 5(5) A29 [}
M6x1 I1S02X(6HX)  5.61 | 5.5 3221101055 2P 80 11 30 45 6 49 8 5(5) A29 [}
X
ISO3X(6GX) | 5.61 | 5.5 3221201055 2P 80 11 30 45 6 49 8 5(5) A29 o
M8x1.25 IS02X(6HX) ' 7.52 7.38 3221101064 2P 90 12 35 47 8 6.2 9 6(6) A30 [}
X1.
ISO3X(6GX) | 7.52 7.38 | 3221201064 2P 90 12 35 47 8 6.2 9 6(6) A30 [}
M10x1.5 IS02X(6HX)  9.41 9.26 3221101078 2P 100 13 39 52 10 8 1 8(8) A30 o
X1.
ISO3X(6GX) | 9.41 9.26 | 3221201078 2P 100 13 39 52 10 8 1 8(8) A30 [}
Bored Hole @
M (toleance) (mm) Code THHT | LF | THL W LS | DCON | DRVS | DRVL | NOF | Type | Stock
Max = Min
DIN 376
M12x1.75 1S02X(6HX)  11.3 11.13 3221101088 2P 110 15 - 56 9 7 10 8(8) A31 [}
X1.
ISO3X(6GX) | 11.3 11.13| 3221201088 2P 110 15 - 56 9 7 10 8(8) A31 [}
M14x2 1S02X(6HX) 13.19 13 3221101100 2P 110 18 - 56 1 9 12 8(8) A31 [}
X
ISO3X(6GX) 13.19 13 3221201100 2P 110 18 - 56 1 9 12 8(8) A31 [}
M16x2 I1S02X(6HX) 15.19 15.15 3221101114 2P 110 18 - 56 12 9 12 8(8) A31 [}
X
ISO3X(6GX) 15.19 15.15 3221201114 2P 110 18 - 56 12 9 12 8(8) A31 o
Bored Hole @
MF (tolerance) {mm) Code THCHT LF THL ] LS DCON | DRVS | DRVL NOF Type | Stock
Max = Min
DIN 374
M8x1 IS02X(6HX) | 7.61 7.49 = 3221101065 2P 90 12 - 46 6 49 8 6(6) A31 [ )
X
ISO3X(6GX) | 7.61  7.49 | 3221201065 2P 90 12 - 46 6 49 8 6(6) A31 [
M10x1.25 1S02X(6HX)  9.51  9.38 = 3221101079 2P 100 13 - 51 7 5.5 8 8(8) A31 [}
X1.
ISO3X(6GX) | 9.51 9.38 | 3221201079 2P 100 13 - 51 7 5.5 8 8(8) A31 [}
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Bored Hole @
(mm)

MF R ‘ Code THHT  LF  THL WU | LS | DCON = DRVS = DRVL = NOF = Type | Stock
Max_ | Min
DIN 374

ISO2X(6HX) < 9.61 955 3221101080 2P 90 13 - 46 7 55 8 88 A3 @

W10x1 ISO3X(6GX) 961 955 3221201080 2P 90 13 - | 46 7 55 8 88 A3 @
ISO2X(6HX) 11.39 11.24 3221101089 ~ 2P 100 15 - 51 9 710 88 A3 @

W12x1.5 ISO3X(6GX) 11.39 11.24 3221201089 = 2P 100 15 - | 51 9 7 10 88 A3 @
ISO2X(6HX) 1151 11.38 3221101090 2P 100 15 - 51 9 710 88 A3 @

W12x1.25 ISO3X(6GX) 11.51 11.38 3221201090 = 2P 100 15 - | 51 9 7 10 88 A3 @
ISO2X(6HX) 1162 11.5 3221101091 2P 100 15 - 51 9 710 88 AN @

Wi2xi ISO3X(6GX) 11.62 115 3221201091 = 2P 100 15 - 51 9 7 10 88 A O
ISO2X(6HX) 13.39 1324 3221101102 2P 100 18 - 51 11 9 12 88 A3l @

W14x1.5 ISO3X(6GX) 1339 1324 3221201102 = 2P 100 18 - 51 11 9 12  §8 A3 @
ISO2X(6HX) 1351 13.38 3221101103 2P 100 18 - 51 11 9 12 88 A3l @

W14x1.25 ISO3X(6GX) 1351 13.38 3221201103 = 2P 100 18 - | 51 11 9 12 88 A1 O
ISO2X(6HX) 1538 15.23 3221101116 ~ 2P 100 18 - 51 12 9 12 88 A3l @

W16x1.5 ISO3X(6GX) 1538 1523 3221201116 = 2P 100 18 - | 51 12 9 12 88 A3l @
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Roll Taps system chart

. . Ve (m/min)
Workpiece materials | | oy  EE————— - HIGH
I I ! ! I I I I
~40 HRC | | | EHRZ, | | | | |
Heat
tre:’iad ‘ | EHBZ CH | | | | |
| ‘ Extra-Hard | | ! ~N !
steel Al
stee}; ‘ ‘ MHF*Z ‘ ‘ ‘ ‘ ‘
| | Mediur‘n hardness carb‘on steel | | | |
I I | I I [ I
Alloy
steel CrMo | | HP+RZ HP-RZ | | |
‘ ‘ Higq performance ‘ ‘ ‘ ‘
High | | SC-TL-RZ ' | N\ |
carbon c45 ‘ ‘ 1.5W Torqueless ‘ ‘ ‘ ‘
steel
| | | | | | |
Medium C45 \
carbon ‘ ‘ ‘ ‘ ‘ ‘ ‘
steel C30
| | 1 " | |
L C30
catoon | |RDY | | | | | |
steel c10 General purpose
| | | | | |
T I I I I I
Stainless AISI 303 Sl._JRZ EI R Z! //
Soot | neraos | |22 | EHRZICH Y | | | |
2165 Iard‘ \ \ \ \ \ \
Ve (m/min) 5 10 15 20 25 30 35 40
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